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7435 Industrial Rd  Florence KY
Phone (859) 538-3400 Fax (859) 647-7810

MODEL A645A
STANDARD SPECIFICATION

FRAME:  6”DEEP CHANNEL, .081” THICK 6063-T5 EXTRUDED ALUMINUM  
  ALLOY
BLADES:  .081” THICK 6063-T5 EXTRUDED ALUMINUM ALLOY
FINISH:  MILL
SCREEN:  1/2” REMOVABLE EXPANDED ALUMINUM BIRD SCREEN LOCATED  
  ON INTERIOR
JAMB SEALS: ROLLFORMED STAINLESS STEEL
AXLES:  1/2” DIAMETER ALUMINUM
BEARINGS: POLYMER PLASTIC SPLIT
LINKAGE: PLATED STEEL BRACKETS, BRASS BARRELS, 5/16” DIA. PLATED  
  STEEL LINKAGE ROD
ACTUATOR: INDIVIDUAL PANEL WING NUT.  SEE ACTUATOR PRICE PAGE FOR  
  OTHER SELECTIONS
MAXIMUM PANEL SIZE: 48”W X 72”H
MINIMUM PANEL SIZE: 12”W X 13”H
DIMENSIONS: “A” (WIDTH) AND “B” (HEIGHT) ARE OPENING SIZES.  LOUVERS ARE  
  MADE 1/2” UNDERSIZE
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