Model GAC—12AF

FABRICATED GALVANIZED, 12" DEEP, AIRFOIL BLADE,
HEAVY GAUGE, ACOUSTICAL FIXED TYPE BLADE
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SECTION VIEW

STANDARD VERTICAL

MODEL GAC-—12AF
STANDARD MATERIAL SPECIFICATIONS

FRAME: 12” DEEP, 16 GAUGE GALVANIZED STEEL.

BLADES: 20 GAUGE GALVANIZED STEEL (NON NOISE SIDE).
22 GAUGE PERFORATED GALVANNEALED STEEL
(NOISE SIDE)

INSULATION: WATER RESISTANT SOUND ABSORBING MATERIAL.

SCREEN: 1/2” REMOVABLE EXPANDED ALUMINUM BIRD

SCREEN LOCATED ON INTERIOR.
FINISH: MILL.

NOTES

1) DIMENSIONS "A” (WIDTH) AND "B” (HEIGHT) ARE OPENING
SIZES, LOUVERS ARE MADE 1/2" UNDERSIZE.

2) MULTI-WIDE BY MULTI-HIGH LOUVERS REQUIRE ADDITIONAL
STRUCTURAL SUPPORT AT VERTICAL MULLION ON INTERIOR
SIDE OF LOUVER, NOT SUPPLIED BY ABI.

3) MULTIPLE PANEL LOUVER UNITS WILL BE SHIPPED
UNASSEMBLED FOR EASE OF INSTALLATION.

4) MAXIMUM PANEL SIZE: 72 x 96
MINIMUM PANEL SIZE: 12 x 30

MULLION
Model GAC-12AF Ob I air balance
OctaveBands | 1 |2 | 3| 4 6|7 |8 ®A MESTEK COMPANY
7435 INDUSTRIAL RD. FLORENCE, KY

Frequency (Hz) | 63 |125|250|500] 1K | 2K'| 4K| 8K Phone (859) 538-3400 Fax(859) 647-7810
Free Field Noise

Reduction (db) 141121141191 21(19 (16 |15 GAC—12AF ACOUSTICAL LOUVER
THE LOUVER MODEL GAC—12AF HAS RECEIVED A DRN- BY s DWG. No. REV.
CERTIFIED STC RATING OF 13 DATE]O-OS-O() GAC_”] 2A|—_









